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Contact your local BERNINA Dealer      
for more information on the           

730E Crystal Edition, including the  
Exclusive Gift Package. 

• Adhere two layers of Polymesh using 505 Temporary Embroidery Adhesive. 
Spray the top layer and adhere to the wrong side of the sweater, behind area 
to be embroidered.  

• Hoop, using design template and hoop templates for accuracy in hooping. 
Cover with a layer of Aquafilm Topping. 

Tip: Place a layer of Aqua-film topping over textured fabrics to prevent the 
embroidery from sinking into the nap of the fabric. 

 
Ready to Stitch 
• Export the designs to the embroidery machine using method of choice-

USB stick or direct connection. 
• Attach the hoop to the machine, taking care to keep excess fabric out of the 

way.  Stitch. 
   Tip: Isacord polyester embroidery thread is recommended for projects   
   that will be laundered frequently as it is strong and colorfast. 

• Remove project from the hoop; trim away any remaining jump stitches.  
            Note: If design combination is too large for one hooping, repeat process   
             until composition is complete. 
• Mist lightly and remove excess stabilizer. When dry, press from the wrong 

side of the embroidery on a well padded surface. 
• Mirror image the design composition and repeat embroidery process for 

the other side of the sweater front opening. 
• Use the EZ-Glitzer pro to set rhinestones in place to accent the design. 

 

For additional projects and information visit 
www.berninausa.com 


